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Call your local distributor or email  
sales@alkota.com for a complete specification chart.

English to Metric Conversion

1 gallon/minute = 3.78 liters/minute

1 horsepower = .746 watts

100 PSI - 7.03 Kg/cm2

1 foot = .3048 meters

1 inch = 2.54 centimeters

1 pound = .45359 kilograms

Note: All 115 volt models have ground fault interrupters standard.
*  Gallonage and pressure may vary +/- 5% due to manufacturing tolerance 

in components.  
**Special voltages upon request. Gallonages and pressures may be less on 3 

phase current.

MODEL 2162T 3112T 3202T 3202T 4182T 4232T 4302T 5182T

Capacity* 2.1 GPM 3.0 GPM 3.0 GPM 3.0 GPM 4.0 GPM 3.7 GPM 4.0 GPM 4.8 GPM

Pressure* 1600 PSI 1100 PSI 2000 PSI 2400 PSI 1800 PSI 2300 PSI 3000 PSI 1800 PSI

Pump
Triplex, Oil 

Bath
Triplex, Oil 

Bath
Triplex, Oil 

Bath
Triplex, Oil 

Bath
Triplex, Oil 

Bath
Triplex, Oil 

Bath
Triplex, Oil 

Bath
Triplex, Oil 

Bath

Motor**
2.3 HP, 115 V, 

1 PH
2.3 HP, 115 V, 

1 PH
4 HP, 230 V,

1 PH
5 HP, 230 V,

1 PH
5 HP, 230 V,

1 PH
6 HP, 230 V,

1 PH
8 HP, 230 V,

1 PH
6 HP, 230 V, 

1 PH

Burner,  
Pressure  
Atomizing 
auto ignition

Kero, #1 Dsl
200,000 

BTU

Kero, #1 Dsl
315,000 

BTU

Kero, #1 Dsl
315,000 

BTU

Kero, #1 Dsl
315,000 BTU

Kero, #1 Dsl
434,000 

BTU

Kero, #1 Dsl
434,000 

BTU

Kero, #1 Dsl
434,000 

BTU

Kero, #1 Dsl, 
560,000 

BTU

temerature
Control

Optional Optional Optional Optional Optional Optional Optional Optional

dimensions
L-34”
H-42”

W-27 1/2”

L-34”
H-42”

W-27 1/2”

L-34”
H-42”

W-27 1/2”

L-34”
H-42”

W-27 1/2”

L-35”
H-45”

W-29 1/2”

L-35”
H-45”

W-29 1/2”

L-35”
H-45”

W-29 1/2”

L-35”
H-46 1/2”
W-29 1/2”

weight 400 lbs. 400 lbs. 420 lbs. 425 lbs. 450 lbs. 575 lbs. 590 lbs. 575 lbs.


